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MAX SLOPE OF
CONCRETE PAD IN

ANY DIRECTION IS 4%
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CONCRETE CONTROL
JOINTS AS REQUIRED

OPTIONAL BOLLARD PLACEMENT4
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MININUM DISTANCE
FROM EDGE OF BIN
TO BOLLARD IS 0.61m
(24")  AT ANY ANGLE

NUMBER OF BOLLARDS
ARE SITE SPECIFIC AND
TO BE DETERMINED BY
DESIGNER/ ARCHITECT
OR CONTRACTOR
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CHECK WITH MINICIPALITIES FOR
REQUIRMENTS REGARDING BINS
BEING PLACED ON A CONCRETE

ISLAND OR TO HAVE A CONCRETE
CURB POUR AROUND THE PAD.
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MAINTAIN A MIN. 1500mm
(60") CLEARANCE IN
FRONT OF BINS FOR

USER ACCESS

1519

[4'-111
4"] TYP.

15
17

[4
'-1

11 4"
]

MAINTAIN A MIN. 610mm
(24") CLEARANCE ON ALL

SIDES TO ANY OBSTRUCTION
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DEEP
COLLECTION

BIN

DEEP COLLECTION BIN

DEEP COLLECTION BIN

100mm MIN. FINISHING
LAYER SLOPED AWAY
FROM UNIT

1100mm MIN. BALLAST
MATERIAL COMPACTED
EVERY 200mm LAYER
BALLAST COMPACTED
TO 98% S.P.D.

300mm CONCRETE
LAYER 25Mpa MIN.

100mm BASE MATERIAL
TO BE COMPACTED TO
98% S.P.D

INTEGRATED ANCHORS

EXCAVATION TO BE AT
LEAST 500mm WIDER THAN

THE UNIT'S DIAMETER

MAIN LID
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TYPICAL CROSS SECTION2
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EARTHBIN SILO
(EB500T SHOWN)

EARTHBIN SILO
(EB500T SHOWN)
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"] EARTHBIN SILO
(EB130T SHOWN)

MIN 100mm EMBEDMENT
BELOW ANCHOR PIN

ANCHOR PINS (x8) TO BE 15M UNCOATED
REBAR

ANCHOR DETAIL5
A1 1:5

305 MIN. [12"]

150 MIN. [6"]

EMBEDMENT
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EARTHBIN SILO
(EB500T SHOWN)

EARTHBIN SILO
(EB130T SHOWN)
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EB500T

EARTHBIN SILOTM

INSTALLATION DWGS.

REVISION#1 A1

- This drawing is published by Earthbin Products
and is copyrighted drawing and design and shall
not be used or reproduced without the expressed
written permission of Earthbin Products
- The contractor shall check and verify all
dimensions and report
all errors or omissions to the designer prior to
commencing the work
- These drawings are not to be scaled
- Drawings are to be read in conjunction with the
installation guide
- All drawings are drawn in metric scale unless
noted otherwise
- All work to conform to the current building codes
- The designer's liability is limited to the
correction of the
working drawings only

SCALE: AS NOTED

DESIGN BY:EARTHBIN PRODUCTS

DRAWN BY:STUDIO WOLF DESIGNS
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